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MBL
Light Duty
750-2100mm

LA
Medium Duty
750-3900mm

EV100
Heavy Duty
750-4800mm

DC200
Heavy Duty
750-5100mm

DC200HDX
Extra Heavy Duty
750-5100mm

OB190
Standard Duty
750-3000mm

SBL200
Medium Duty
750-5100mm

CBEV50    50-90 Cavity
CBEV90    90-130 Cavity
CBEV150   150 Cavity

SW200
Extreme Heavy Duty
Length to suit

EV100HDX
Extra Heavy Duty
Length to suit

EV100XHD
Extreme Heavy duty
Length to suit

INT100
Light Duty

900-1200mm

INT100HD
Medium Duty
750-2100mm
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SB100HD
Heavy Duty
750-3600mm

SB100HDX
Extra Heavy Duty
750-2700mm

SB100
Standard Duty
750-5100mm

SB140HD
Heavy Duty
750-3600mm

SB140HDX
Extra Heavy Duty
750-2700mm

SB140
Standard Duty
750-5100mm

SB140XHD
Extreme Duty
Length to suit
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SB100XHD
Extreme Heavy
Duty Length to suit
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N.B. Profiles shown are indicative and change with length for a given 
load duty classification. Height of profile illustrated is shown in brackets.

Please consult our literature for more information.

DID YOU KNOW 
THAT BIRTLEY GROUP 

ALSO DESIGN CUSTOMISED 
MASONRY-SUPPORT SYSTEMS? 

CAVITY SIZE
Standard

Duty
Medium

Duty

Heavy 
Duty

(2 course)

Heavy 
Duty

(3 course)

Extra 
Heavy 
Duty

Ultra 
Heavy 
Duty

Extreme 
Heavy 
Duty

50-65mm CB50 CB50HD MD50 HD50 HDX50 SX50 XHD50

70-85mm CB70 CB70HD MD70 HD70 HDX70 SX70 XHD70

90-105mm CB90 CB90HD MD90 HD90 HDX90 SX90 XHD90

110-125mm CB110 - MD110 HD110 HDX110 SX110 XHD110

130-145mm CB130 - MD130 HD130 HDX130 SX130 XHD130

150-165mm CB150 - MD150 HD150 HDX150 SX150 XHD150

100 100

100mm outer leaf /100mm inner leaf

CAVITY SIZE
Standard

Duty
Heavy Duty
(2 course)

Heavy Duty
(3 course)

Extra Heavy 
Duty

Ultra Heavy 
Duty

Extreme 
Heavy Duty

50-65mm CB50/130 MD50/130 HD50/130 HDX50/130 SX50/130 XHD50/130

70-85mm CB70/130 MD70/130 HD70/130 HDX70/130 SX70/130 XHD70/130

90-105mm CB90/130 MD90/130 HD90/130 HDX90/130 SX90/130 XHD90/130

110-125mm CB110/130 MD110/130 HD110/130 HDX110/130 SX110/130 XHD110/130

130-145mm CB130/130 MD130/130 HD130/130 HDX130/130 SX130/130 XHD130/130

150-165mm CB150/130 MD150/130 HD150/130 HDX150/130 SX150/130 XHD150/130

100 125
-

140

100mm outer leaf / wide inner leaf

CAVITY SIZE
Standard

Duty
Heavy Duty
(2 course)

Heavy Duty
(3 course)

Extra Heavy 
Duty

Ultra Heavy 
Duty

Extreme 
Heavy Duty

50-65mm CB125/50/100 MD125/50/100 HD125/50/100 HDX125/50/100 SX125/50/100 XHD125/50/100

70-85mm CB125/70/100 MD125/70/100 HD125/70/100 HDX125/70/100 SX125/70/100 XHD125/70/100

90-105mm CB125/90/100 MD125/90/100 HD125/90/100 HDX125/90/100 SX125/90/100 XHD125/90/100

110-125mm CB125/110/100 MD125/110/100 HD125/110/100 HDX125/110/130 SX125/110/100 XHD125/110/100

130-145mm CB125/130/100 MD125/130/100 HD125/130/100 HDX125/130/100 SX125/130/100 XHD125/130/100

150-165mm CB125/150/100 MD125/150/100 HD125/150/100 HDX125/150/100 SX125/150/100 XHD125/150/100

100 
125
  -

150

wide outer leaf / 100mm inner leaf

ARCHFORM
Available for openings 
from 450 to 3300mm

Rise 
75mm   < 1800mm
150mm > 1800mm

OTHER CAVITY SIZES / MASONRY OPTIONS ARE AVAILABLE 

IF THE LINTEL YOU REQUIRE ISN’T SHOWN, PLEASE CONTACT US FOR MORE INFORMATION 

750-2700mm
Lengths

Non Loadbearing walls

SOFFIT COVER
Decorative PVC cover
900 to 4500mm

200 - 215 100

C AV I T Y  WA L L S

S O L I D  WA L L S E X T E R N A L  WA L L S I N T E R N A L  WA L L S E AV E S

I N T E R N A L  WA L L S

Please contact our technical 
team for more information.

Mitred 
Bay Lintel

Curved 
on Plan

N.B. Posts 
may be required 
for structural 
reasons

Other shapes can 
be manufactured - Please Ask

M I T R E S  &  C U R V E S C U S TO M  P R O F I L E S

APEX GOTHIC
ARCH

SEMI CIRCLE

EXTENDED
SEMI CIRCLE

3 CENTRED ARCH
ARCH

T I M B E R  F R A M E S

TF50
TF70
TF90

TF## HD
Heavy Duty with cavity 
closer

Standard lengths
750-3900mm
50-150mm cavity

Heavier duty 
versions 
available on 
request 

Lintels above 1200 long should be be 
propped until lintel is fully loaded and 
brickwork has matured. 
 
Use horizontal timber spreader to avoid 
distorting lintel. Use single central prop for 
openings up to 2100. For larger openings 
use multiple props (max spacing 1200). 
Restraining clips (supplied) should be fixed 
to timber frame using 3 No 3.3mm Dia x 50 
long galvanized nails. Clip should overlap 
lintel by 12mm as indicated by line on clip.

TF110
TF130
TF150

Box Lintels Standard shapes, made to the sizes you need. 
Please contact our technical team for details.


